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EQUIPMENT

P r o f e s s i o n a l  M a c h i n e s

P r o f e s s i o n a l  M a c h i n e s

SELF-PROPELLED EQUIPMENT

PROFESSIONAL MACHINES AND EQUIPMENT
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STUMP GRINDER

STUMP GRINDER

TECHNICAL DATA SHEET 



  Hydraulic motor   Carbide tool tungsten (rotatable)   Quick hydraulic couplings

STUMP GRINDER STUMP GRINDER

Professional tool designed to till, with an oscillating arched 

movement, stumps or trunks until they are chopped and 

then buried; in this way, the area is quickly cleaned up.

(A) Height 27 in

(B) Length 32 in

(C) Depth 23 in

Cutter disc diameter 14 in

Rotation wheel   2000 rpm

No. of teeth 12

Tooth diameter  8 in 

Pressure 250 bar / 3625 psi

Oil flow 14 gal/min

Weight 220 lbs

Trunk diameter Ø  minutes

16 in 25

28 in 30

39 in 100

Frame in steel

Hydraulic 
motor

Protection of rubber

The data are based 
on trunks with a height of 6” 
milled and buried up to 6”

Swing cylinder
  TECHNICAL DATA

  CAPACITY BY CUTTING

Teeth


